





ﬁanoramic View for All-round Surveillance

By reaching up to 12MP ultra high resolution, Milesight Al Panoramic Camera Series provides an amazing
1809/360° surround viewing experience with the finest details and the optimal user experience with
On-board/Client-side Dewarping at your service.

180°/360° Panoramic View

Panoramic cameras have the natural talent to ensure total coverage and eliminate all blind spots
within their 180%360° FoV. Overviewing an entire area with only one single-sensor, Milesight
panoramic cameras facilitate to economize on installation and management and lend themselves
perfectly to wide-area surveillance.

Stunning Dewarping Capability

Milesight Al panoramic cameras are all embedded with the powerful dewarping algorithm which
can smoothly and fast transform original spherical images into plane images and minimize
the geometric distortions caused by the camera lens.

Up to 12MP Ultra High Resolution

Thanks to the 12MP ultra high resolution, Milesight Al panoramic cameras can capture images of
the entire area with superb clarity and finest details. More details and pixels convey more information
to ensure situational awareness and precise target identification.

On-board/Client-side Dewarping

Milesight fisheye cameras support two ways of dewarping which bring users great flexibility during
operation. On-board dewarping obtains the decoded video directly from the camera, furthering
integrating with third-party YMS by offering undistorted images. While Client-side dewarping
obtains the decoded video by the CPU of the management devices, providing immersive controls
and dynamically change of viewing modes in the VMS client both in liveview and playback.
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nteIIigent Monitoring

Milesight Al Panoramic Camera Series provides high-quality image and intelligent functions. Powered by Al
chip, it is capable of recognizing vast attributes of human, vehicle, and object pattern recognition models. As
vehicle and human related events are very important in security monitoring, the filtering is supported to

better optimize the efficiency.

Behavior Analysis

Passing

Detection

Statistics for Market Intelligence

Fisheye Auto Tracking, Loitering, Object Left,
Object Removed

Region Entrance, Region Exiting, Line Crossing

Motion Detection, Advanced Motion Detection,
Tamper Detection

Heat Map, People Counting

Al Video Analytics

Milesight Al Panoramic Camera Series can intelligently
filter objects to focus on human and vehicle detection in
multiple events such as Region Entrance, Region Exiting,
Loitering, Advanced Motion Detection, etc.
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Advanced Heat Map

» Improve Store Layout

* Maximize Exposure of Products

* Reach Your Target Customer Precisely

* Drive Better Business Insights with Reports

Regional People Counting

High accuracy and real-time regional people counting
based on Al algorithm, with statistic reports for further
analysis, helps to make fast decisions on security
management and increase the operational efficiency of
the business.

Fisheye Auto Tracking

e Real-time Target Tracking
¢ 7Zoom in for Details
e All-round Monitoring Without Blind Spots
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uperior Image Quality E]road Interoperability

Milesight Al Panoramic Camera Series is featured with a variety of image optimization functions and is able to Being customer-oriented, Milesight devotes its energies to maximize the interoperability of Milesight
adapt to various environments, delivering high-quality images. surveillance system. Milesight Al Panoramic Camera Series features various compatible technologies,
bringing excellent user-experience.
Image Enhancement Sony Starlight Sensor, Smart IR Il Technology Two Compatible Modes

Backﬁght 120dB WDR. BLC. HLC Milesight creatively develops the Bundle-stream Mode to

bundle all channels into one single stream and send it fo NVR

e High Quality Debl or back-end VMS, which can be rather simple for compatibility.

!mage Stabmty '9 Hiaiiby, CERILE While in Multi-Channel Mode, it sends all the original channels

to NVR or VMS, allowing to configure the channels separately
for better achieving more flexible playback ways.

Smart IR Il Technology, 180°/360°
Uniform IR Coverage

The advanced Smart IR Il Technology enables Milesight Al
panoramic cameras to adjust the IR illumination intensity, which S
greatly optimizes the IR performance and ensures 24/7 HTMLS St : Gla]s]T] B

reaming Read ONVIF Profile G/Q/S/T
surveillance coverage. While with the combination of High Beams g y
and Low Beams, the built-in IR illuminators are elaborately

The barrier-free connection between Milesight Supporting ONVIF profile G/Q/S/T, Milesight Al Panoramic
designed to realize a uniform distribution within 180°/360° FoV. cameras and browsers are built with HTMLS Camera Series is easy to be integrated into the security
streaming to access to all configurations and systems on the basis of the ONVIF protocols.

functions without downloading extra plug-in.

High-quality Deblur

xquisite Design

Milesight Al Panoramic Camera Series earns its high reputation for its robust and unique structure design from
i . : i G T B GRS ot B TN TSR, the |{15|d.ef out. Insnstmg on .the design phl.losophy of ne.atne.ss and exquisiteness, it combines the
NERDIT ; =] ] practicability and aesthetics without compromise on the functionality.

With the algorithm of deblur, Milesight Al panoramic cameras
offer fast shutter speeds under certain gain range, which can
remove blurring artifacts caused by motion and improve image

Deblu_r dn

High-class Durability

Milesight Al panoramic cameras are engineered with IP67-rated and IK10-rated housing to guarantee a stable and reliable
Sony Starllg ht Sensor & operation even under rough conditions and in harsh climates. It can withstand exireme temperatures as low as -40°C and as high as

120dB S uper WDR 60°C and still deliver superior performance.

Adopting Sony STARVIS Sensors, the Al Panoramic Camera
Series boasts to deliver outstanding image performance in all
kinds of demanding lighting conditions, especially in ultra low
light environments. The cameras are also featured with 120dB
super WDR to combat the high-contrast lighting conditions and
details are visible in both dark and light areas of the scene.
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MS-C3376-PA/MS-C8176-RPA
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» 180° Panoramic View

« Up to 4K Ultra High Resolution
= Al Deep Learning . Milesight new generation panoramic
= Stunning Dewarping Capability IR technology comprehensively levels
« Advanced Heat Map up the night vision quality, achieving
the industry-leading 15m IR distance

+ New Generation Panoramic IR Technology

= 120dB Super WDR

with fully uniform coverage and IR
anti-reflection panel design.

.. . . (Megapixel) (5MP) (4K)
Exquisite Design & Easy Installation —
Image Sensor 1/2.8" Progressive Scan CMOS

The dome shape design offers a wide range of surveillance '
B d - Lens 1.68mm@F2.0
and blends well in any environment. Once the position of the

+ High-quality Deblur
+ |IP67&IK10 Full Protection Micronhone

= Built-in Microphone

lens is settled, all you need is tightening one set screw to Field of View H180°/v95° H180°/v86°

30fps@(2592x1944)(Original)

' fix it for good. _
*’ Max. Frame Rate 30fps@(2560x1440) 25fps(@(3840x2160)
Horizontal Adjustment: 0°~180° Min. lllumination Color: 0.008Lux@F2.0 Color: 0.012Lux@F2.0
B/W: OLux with IR on B/W: OLux with IR on
: WDR 120dB Super WDR
Integrated Junction Box . . | - -
Video Compression H.265"/H.265(HEVC)/H.264 "/H.264/MJPEG
Coming with the concealed cable winding [
Protocol IPv4/IPv6, ARP, TCP, UDP, RTCP, RTP, RTSP, RTMP, HTTP, HTTPS, DNS, DDNS, DHCP, FTP,

design, the integrated junction box not only
NTP, SMTP, SNMP, UPnP, Bonjour, SIP, PPPoE, VLAN, 802 1x, QoS, IGMP, ICMP, SSL

ensures the camera a simplified installation,

but also provides higher operation stability. Dimensions/Weight @©127mmX107mm/853g
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